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Technical Specification 
 

NOMEX/VISCOSE ANTIFLASH HOOD FOR STRUCTURAL 

FIREFIGHTING (260gr/m
2 
) 

Item 4957800 
 
Hood made of a double layer knit fabric 50% Nomex III

®  
and 50% FR Viscose, knit weight 

around 260gr/m
2
,
 
for the integral face protection.  The hood has an elasticised front 

opening and a wide collar at the front, to protect the neck area, too. 
All the sewing made with exclusively high tenacity Nomex

®
 yarn. 

Weight of the hood: 150 grams. 
Certified according EN 13911 

 
Dimensions: 

 
A: 50 cm. 
B: 33 cm. 
C: 24 cm. 
D: from 38 cm. (elastic relaxed) to 60 cm. (elastic stretched) 
 
HTI24: 13,3 seconds (EN 367) 
 

Fabric description: 

Composition D.Lgs. 194 del 

22.05.99 

50 % Nomex III 
50 % Viscose FR 

Areal density UNI EN 12127 260 gr/m
2
 +/-10% 

Construction UNI 8099/80 Interlock 

Yarn count UNI 9275/88 40/1 Nm 

 

Single layer performance: 

Flame propagation UNI EN 532 Post-incandescence time: < 2 sec. 
Post-combustion time: < 2 sec. 
No holes 
No dripping 

Burst resistance UNI EN ISO 13938-2 ≥ 220 KPa 

Deformation at burst UNI EN ISO 13938-2 Between 25 and 35 mm. 
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Performance double layer: 

Flame propagation UNI EN 532 Post-incandescence time: < 2 sec. 
Post-combustion time: < 2 sec. 
No holes 
No dripping 

Heat transmission after 

flame exposure 

UNI EN 367 

(80KW/m
2
) 

HTI24 : ≥ 13 sec.  
HTI12 : ≥ 8 sec. 
HTI24-HTI12 : ≥ 5 sec. 

Radiant heat transmission UNI EN 366 

(20KW/m
2
) 

T1 : ≥ 17 sec. 
T2 : ≥ 29 sec. 
TF : ≤ 38% 

Contact with small molten 

metal splashes 

EN 470 Minimum 16 drops per specimen 

Burst resistance UNI EN ISO 13938-2 ≥ 500 KPa 

Deformation at burst UNI EN ISO 13938-2 Between 25 and 35 mm. 

 

Washing instructions according UNI-EN 3758:2005 

                                         
 
  

PPE provided with EC marking showing the approval to sale according to LD 475 dated 
04/12/1992, in the accomplishment of Council Directive 89/686/CEE, identified as 2nd 

category PPE, in conformity with technical specification EN 531 A B2 C1, EN 470-1, EN 

13911/04 
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